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PAVEMENT STRENGTH SURVEY / PAVEMENT CONDITION SURVEY

PAVE. | SOL [SUBGRADE| SUBBASE | BASE SURFACE | PAVEMENT STRENGTH |
DENT. | CLASS | CLASS | COURSE | COUReE course | OVEALAY | MAX. GROSS LOAD 1LBS) REMARKS
SMIGLE | DUAL |DUAL TAR
RUNWAYS
R—1 | E-5 | F5 |6" P-154] 3" P—208 | P-609 25,000 | 38,000
R—TA | E=5 | F5 |6” P—154| 3" F—209 | P—609 |4 P40, P—40Z| 40,000 | 55,000 | 85,000 ]
R=2 | E-5 | F5 |6 P—154| 3" P—209 | P-609 |4 P40, P—402| 40,000 | 55,000 | 85,000
R-3 | E-6 | F6 |6 P—154| 6 P—208 | 4" P—401 | 1" P—402 | 40,000 | 56,000 | 85,000
R4 | E-6 | F6 |6 P—154| 6" P—208 | 3" P—401 | 1° P—402 | 40,000 | 55,000 | 85,000 3
TAXIWAYS
T-2 | E5 | F5 |6” P—154] 3 F—209 P-609 " P-201_| 40,000
1* LEVELING P4m1
4 P40t
T-3 E—-6 F6 12" P-154 5" P-2M, P-609 12,500
T4 | E-7 16" P—154| 6" P—208 | 4 P-401 | 1° P—402 | 40,000 | 55,000 | 85,000
T-5 | E-5 | F5 |6" P—154| 3 4" P46t | 40,000 | 55,000 | 85,000 Si
OTEXTLE FABRIC 8" P—208 | 4" P—40i B
APRONS
A1 | E-5 | F5 |6 P—154] 3" P—208 | P-609 " P—401 | 25,000 | 38,000 ]
A2 UNKNOWN| " 201
A3 | E=6 | F6 [zrwmerm| 2 P-201 | 2" P—201 12,500 g
A-4 | E-5 | F5 |6 P-154| 3" P-208 | P-609 | 4" P—401 | 40,000 | 55,000 | 85000 <
A=5 P-501

MARKS:
PRESENT CRITICAL AIRCRAFT IS 25,000 LBS. ON SINGLE GEAR. (1/68)

PAVEMENT STRENGTH BASED ON PERFORMANCE AND NOT DESIGN STRENGTH.
DESIGN STRENGTH WOULD INDICATE 12,000 (SINGLE), 18,000 (DUAL)
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B>AIP 07, 1997, REHABILITATE TAXIWAYS T-1 AND T—2.
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